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GENERAL NOTES:

1 DG NOT SCALE DRAWINGS.

2. ALL WORK AND MATERIALS SHALL CONFORM TG THE CURRENT
AUSTRALIAN STANBARDS AND MANUFACTURERS WRITTEN
INSTRUCTIONS FOR INSTALLATIGN AND MAINTENANCE

3. THE BUILBER SHALL BE RESPONSIBLE FOR THE STRUCTURE
DURING ERECTION AND PROVIBE ADEQUATE PRGPPING AND
SUPPORT.

[ PROVIBE SAFETY BARRIERS AND WARNING SIGNS DURING
CONSTRUCTION IN ACCGRDANCE WITH NT WORK SAFE
REQUIREMENTS ARGUND WGRK AREA.

NOTES:

1 DRAWINGS TO BE READ WITH SITE PLANS.

2. 3MM ALUMINIUM PANELS ON BOTH SIDES WITH ANTI GRAFFITI
CLEAR DIGITALLY PRINTED GRAPHICS. REFER TG STRUCTURAL
DRAWING FGR FIXING.

3. SIGN WRITER TG PRGVIDE PROOF TG DEPARTMENT OF TRANSPGRT

FOR APPROVAL.

THE PRINCIPAL WILL PROVIBE THE DESIGN FILES TO THE

CONTRACTOR FOR THE CREATION OF THE GRAPHIC PROGFS. ALL

PROGFS TO BE APPROVED BY THE SUPERINTENBENTS

REPRESENTATIVE PRIGR TG MANUFACTURE.

EXISTING CONDITIONS AND SERVICES

1 CONTRACTOR TO USE ‘DIAL BEFGRE YOU DIG" (DBYG) PRIOR TO
COMMENCEMENT OF ANY SITE WGRKS.

2. CONTRACTOR TO ENSURE THAT NEW WGORKS DG NOT DAMAGE
ANY EXISTING SERVICES. CONTRACTOR TO LGCATE ALL EXISTING
ABOVEGROUND AND UNDERGROUND SERVICES IN THE VICINITY GF
THE SITE WORKS. DUE CARE SHOULD BE MAINTAINED WHEN
WORKING AND EXCAVATING IN ALL AREAS.
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