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WARNING
BEWARE OF UNDERGROUND SERVICES.
THE LOCATIONS OF UNDERGROUND SERVICES ARE
APPROXIMATE ONLY AND THEIR EXACT POSITION
SHOULD BE PROVEN ON SITE. NO GUARANTEE IS GIVEN
THAT ALL EXISTING SERVICES ARE SHOWN.
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NOTES: 1. ALL POSTS, RAILS, BRACING AND GATES TO BE OF MEDIUM GALV. PIPE. ALL POSTS, RAILS, BRACING AND GATES TO BE OF MEDIUM GALV. PIPE. 2. MESH SHALL BE 2-5mm HEAVILY GALVANISED. MESH SHALL BE 2-5mm HEAVILY GALVANISED. 3. ALL CONNECTIONS TO BE MADE WITH STANDARD GALV. FITTINGS UNLESS ALL CONNECTIONS TO BE MADE WITH STANDARD GALV. FITTINGS UNLESS OTHERWISE NOTED. - HINGES, CATCHES ETC. TO BE GALVANISED. 4. JOINTS IN RAILS TO BE MADE ONLY AT POSTS. JOINTS IN RAILS TO BE MADE ONLY AT POSTS. 5. STANDARD GALV. CAPS ARE TO BE FITTING WHERE CORNER GATE POSTS STANDARD GALV. CAPS ARE TO BE FITTING WHERE CORNER GATE POSTS PROJECT ABOVE THE TOP RAIL OF THE FENCE. 6. LACING WIRE SHALL BE 1.6 GALVANISED. LACING WIRE SHALL BE 1.6 GALVANISED. 7. FOOTINGS TO BE TO THE DEPTH SHOWN AND 250 DIA. - CONCRETE SHALL BE FOOTINGS TO BE TO THE DEPTH SHOWN AND 250 DIA. - CONCRETE SHALL BE N25, MIXED AND PLACED ACCORDING TO THE DEPARTMENT SPECIFICATIONS FOR ROAD WORKS. FOOTINGS SHALL BE WEATHERED TO SHED WATER AWAY FROM THE POSTS. 8. THE FENCE SHALL BE CONSTRUCTED ON THE LINES SHOWN ON THE SITE PLAN. THE FENCE SHALL BE CONSTRUCTED ON THE LINES SHOWN ON THE SITE PLAN. 9. IF THE FENCE IS ERECTED ON THE BOUNDARY OF N.T. GOVERNMENT PROPERTY IF THE FENCE IS ERECTED ON THE BOUNDARY OF N.T. GOVERNMENT PROPERTY THE OUTER FACE OF THE FENCE SHALL BE ON THE BOUNDARY LINE AND THE POSTS ON N.T. GOVERNMENT LAND. IF THE FENCE IS WHOLLY ON N.T. GOVERNMENT LAND THE CHAINWIRE MESH SHALL BE ON THE SIDE SHOWN ON THE SITE PLAN, OR (IF NOT SHOWN) AS DIRECTED.  10. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISEALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE
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CONCRETE BLOCK 225 x 150 x 150 WITH A 75 LONG SOCKET TO SUIT THE BOLT.
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- - - -      USE 80 N.B. END POSTS AND 40 N.B. INTERMEDIATE POSTS AND RAILS.
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