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WARNING
BEWARE OF UNDERGROUND SERVICES.
THE LOCATIONS OF UNDERGROUND SERVICES ARE
APPROXIMATE ONLY AND THEIR EXACT POSITION
SHOULD BE PROVEN ON SITE. NO GUARANTEE IS GIVEN
THAT ALL EXISTING SERVICES ARE SHOWN.
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NOTE 1. REFER TO PROJECT DRAWING FOR LOCATION OF THE DRAINAGE OUTLET. REFER TO PROJECT DRAWING FOR LOCATION OF THE DRAINAGE OUTLET. 2. SLOPE OF THE DRAINAGE OUTLET VARIES WITH THE SLOPE OF ADJACENT BATTER. SLOPE OF THE DRAINAGE OUTLET VARIES WITH THE SLOPE OF ADJACENT BATTER. 3. LENGTH OF RENO PROTECTION TO BE CONFIRMED ONSITE. LENGTH OF RENO PROTECTION TO BE CONFIRMED ONSITE. 4. ALL CONCRETE SHALL BE N25 IN ACCORDANCE WITH AS3600-2018. ALL CONCRETE SHALL BE N25 IN ACCORDANCE WITH AS3600-2018. 5. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE. 6. SPACING OF CONCRETE DRAINAGE OUTLETS VARIES DEPEND ON THE RAIN INTENSITY, SPACING OF CONCRETE DRAINAGE OUTLETS VARIES DEPEND ON THE RAIN INTENSITY, LONGITUDINAL GRADE AND CROSS-FALL. REFER TO PROJECT DRAWINGS FOR LOCATION OF THE DRAINAGE OUTLETS. 7. REFER TO THE DEPARTMENT'S WEB PAGE FOR DETAILS AND DIMENSIONS OF ACCEPTED MASH REFER TO THE DEPARTMENT'S WEB PAGE FOR DETAILS AND DIMENSIONS OF ACCEPTED MASH TESTED SAFETY BARRIER INFRASTRUCTURE THAT MAY BE USED IN NORTHERN TERRITORY. LINK: 
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